
  

ISO-BLOCO 
MULTI-FUNCTIONAL TAPE 

PRODUCT DESCRIPTION
ISO-BLOCO MULTI-FUNCTIONAL TAPE „HYBRID EDITION“ 
is a multi-functional window sealing tape with integrated foil 
barrier layer and single-sided coating on the inside. This 
HYBRID product design gives it outstanding performance 
across the entire area of joint applications. It is used to seal 
connection joints of windows and doors against drafts and 
driving rain. At the same time it also provides thermal and 
acoustic properties throughout the joint.
 
The ISO-BLOCO MULTI-FUNCTIONAL TAPE „HYBRID 
EDITION“ is permeable to vapour diffusion according to 
the RAL principles, this guarantees that the joint will dry out 
completely.

APPLICATION
The ISO-BLOCO ISO-BLOCO MULTI-FUNCTIONAL TAPE 
„HYBRID EDITION“ is an “all-in-one-tape” which combines 
all the requirements of Building Energy Act GEG and the RAL 
“installation guide” in one product. It is therfore especially 
suitable for the safe, as in reliable, straightforward and time 
saving sealing of window and door connections.

PACKAGING
pre-compressed rolls with self-adhesion on one side (to aid 
installation)

PRODUCT ADVANTAGES

	· hybrid technology thanks to film barrier layers
	· 3-level seal with just one product
	· sealing a wide range of joints with a minimum of tape 
dimensions

	· long continuous lengths for increased ease  
of installation and fewer tape joints

	· easy one step application for a reliable seal
	· significant cost advantage through time saving  
installation during fitting

	· can be installed in adverse weather conditions
	· complies with the requirements of the Building Energy Act 
and the recommendations of the RAL “installation guide”

	· weather-proof according to DIN 18542 MF 1
	· 10 Year Function Warranty*

* On the conditions of the manufacturer (available on request).

ISO-Chemie GmbH \ 268 Bath Road \ Slough, Berkshire, DH8 0PJ \ UK \ Tel.: +44 (0)1207 56 68 67 \ Fax: +44 (0)1207 56 68 69
www.iso-chemie.co.uk \ info@iso-chemie.co.uk 

PRODUCT DATA SHEET



Technical data Standard Classification 

Material description impregnated PUR flexible foam with film barrier layers

Base fire-resistant polymeric dispersion

Colour anthracite, inside: grey

Air permeability coefficient DIN EN 12114 a < 0.1 m3 / [h · m · (daPa)n]

Impermeable to driving rain DIN EN 1027 ≥ 600 Pa

Temperature stability range DIN 18542 -30 °C to +80 °C

Classification according to DIN 18542 MF 1

UV light and weather stability DIN 18542 requirements fulfilled

Compatibility with adjacent building materials DIN 18542 requirements fulfilled

Dimension tolerance DIN 7715 T5 P3 requirements fulfilled

Building material class DIN 4102 B1 (fire resistant)

Thermal conductivity DIN EN 12667 λ = 0.048 W / m · K

Water vapour diffusion resistance μ DIN EN ISO 12572 ≤ 100

Steam pressure gradient principle “inside tighter than outside” fulfilled

U-value: window construction depth 
70 mm / 80 mm / 90 mm

DIN 4108-3 U = 0.7 W / (m2 · K) / 0.6 W / (m2 · K) / 0.5 W / (m2 · K)

Shelf life 12 months, dry and in original packaging

Storage temperature +1 °C to +20 °C

SEALING PERFORMANCE

Area of application Joint width in mm

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21

/ 5 – 10 • • • • • •

/ 7 – 15 • • • • • • • • •

/ 10 – 20 • • • • • • • • • • •

• driving rain impermeable joint width

Tape width /
area of

application

Window
construction

depth

Recommended
joint width* 

ISO-BLOCO MULTI-FUNCTIONAL TAPE „HYBRID EDITION“
64 / 5 – 10 mm 70 mm

5 – 10 mm74 / 5 – 10 mm 80 mm

84 / 5 – 10 mm 90 mm

64 / 7 – 15 mm 70 mm

7 – 15 mm74 / 7 – 15 mm 80 mm

84 / 7 – 15 mm 90 mm

64 / 10 – 20 mm 70 mm

10 – 20 mm74 / 10 – 20 mm 80 mm

84 / 10 – 20 mm 90 mm

Alternative dimensions available on request.

* �Movement of the components and temporary changes of length of the 
existing joints should be taken into account when determining the right 
strip size.

Tape width /
area of

application

Window
construction

depth

Recommended
joint width* 

ISO-BLOCO MULTI-FUNCTIONAL TAPE SBA „HYBRID EDITION“
30 / 7 – 20 mm 35 mm

7 – 20 mm35 / 7 – 20 mm 40 mm

40 / 7 – 20 mm 45 mm

Alternative dimensions available on request.

The details and information given in this literature are based on best current knowledge. They are intended to serve as general information only and it is advised that the user conducts their 
own tests for their specific set of conditions to determine the suitability of the product for its proposed use. No warranty or liability is given or implied regarding any part of these instructions 
or details, or the completeness of the information. We reserve the right to modify, or change, the specifications and information without advance notification. All goods are supplied subject 
to our standard conditions of sales, copies of which are available upon request.
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