
  

ISO-TOP WINFRAMER „TYPE 3“ 

PRODUCT DESCRIPTION
The IN FRONT OF WALL INSTALLATION SYSTEM ISO-TOP 
WINFRAMER „TYPE 3“ BLUE LINE is made up of load-bearing, 
thermally insulating system profiles made of 100 % recycled, 
high-compressed EPS-R THERMAPOR. The new in front of 
wall installation system made from 100 % recycled material 
makes a significant contribution to resource conservation 
and CO2 reduction. ISO-TOP WINFRAMER „TYPE 3“ BLUE 
LINE meets the highest standards in terms of sustainability 
and environmental responsibility. The material property of 
robustness makes it especially resistant and long-lasting. Using 
the new in front of wall installation system made from 100 % 
recycled EPS increases the resilience of structures and reduces 
long-term maintenance and costs. The use of construction 
products based on recycled materials can also be eligible for 
attractive public funding programs. 

APPLICATION
ISO-TOP WINFRAMER „TYPE 3“ BLUE LINE made from 100 % 
recycled EPS can be used all around the window opening for 
the installation of windows, doors and lift-and-slide doors in the 
insulating layer. The wind suction, dead and casement loads 
are absorbed directly by the system profiles and transferred to 
the load-bearing wall. To achieve this, the system profiles are 
glued directly to the masonry and are additionally screwed in 
place. The mechanical attachment of the window elements 
is by means of window screws (see ISO-TOP WF FIXINGS).

PRODUCT ADVANTAGES

	· manufactured from 100 % recycled material
	· eligible for QNG and DGNB grants
	· extensive individual tests** 
	· optimum integration in EWI systems
	· optimisation of the Ψ-value (Psi)
	· simple installation thanks to the dovetail connection 
	· ideal basis for 3-level-sealing with multi-functional joint 
sealing strips

	· excellent for improving energy efficiency in new builds 
and renovations

	· resource-efficient and reduces CO2

	· complies with the requirements of the Building Energy Act 
and the recommendations of the RAL “installation guide”

	· Conforms to the EU Energy Performance of Buildings
	· 10 Year Function Warranty*

* �On the conditions of the manufacturer (available on request).

** �In front of wall installation systems are currently not subject to any 
regulation by the DIBt. Approvals such as aBG or abZ must therefore 
be covered by individual tests. Details on approval as in front of wall 
installation system for building projects must be obtained individually 
from the responsible planning office.
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ISO-TOP WINFRAMER SYSTEM PROFILES
BLUE LINE 80 / 80
Just like the ISO-TOP WINFRAMER „TYPE 3“ system profiles, 
the ISO-TOP WINFRAMER SYSTEM PROFILES BLUE LINE 
are ideal for installing the window systems in front of the 
load-bearing wall and for perfect integration into the ETICS 
or for 2-shell construction. The excellent thermal conductivity 
group of the molded parts guarantees optimum Ψ values. 
Thermal bridges are optimized and a high degree of insulation 
is achieved in the cavity area. The high density of 150 kg / m3  
not only provides a very good load-bearing capacity for 
bearing window weights, it is also sturdy enough to transfer 
all other loads safely to the masonry.

OPTIMUM LENGTH ADJUSTMENT
ISO-TOP WINFRAMER SYSTEM PROFILES BLUE LINE have a 
dovetail connection at the end. This allows the system profiles 
to be fitted together easily and quickly. Suitable lengths can 
be prepared in advance in the workshop. The joints are glued 
in special adhesive grooves using the ISO-TOP FLEX-ADHESIVE 
WF. 

ISO-TOP WINFRAMER ALUMINIUM CONSOLES
The console slots integrated in the ISO-TOP WINFRAMER 
SYSTEM PROFILES BLUE LINE are designed for the insertion 
of ISO-TOP WINFRAMER ALUMINIUM CONSOLES for addi-
tional stability when necessary. The aluminium consoles can 
be easily inserted into the console slots during installation on 
site. This can be an advantage, particularly with large, heavy 
casements, and when additional requirements apply such as 
TRAV / DIN 18008-4 and ETB. 

SYSTEM ADHESIVE ISO-TOP FLEX-ADHESIVE WF
ISO-TOP FLEX-ADHESIVE WF is a high-quality, neutral 
cure, single-component, permanently flexible adhesive on a 
hybrid polymer basis. It was developed especially for gluing 
the IN FRONT OF WALL INSTALLATION SYSTEM ISO-TOP 
WINFRAMER and makes tension-free structural bonding of 
the various system types possible. ISO-TOP FLEX-ADHESIVE 
WF is also used for sealing and bonding corner connections. 
Refer to the ISO-TOP FLEX-ADHESIVE WF product data sheet 
for further information.

SYSTEM COMPONENTS

Dovetail connection

ISO-TOP WINFRAMER „TYPE 3“ 



ISO-TOP WINFRAMER „TYPE 3“ 

POSSIBLE GRANTS AND SUBSIDIES
Building products that contain a verifiable proportion of re-
cycled materials often meet the requirements of public and 
private grant programmes. Investment in such products may 
be supported with subsidies or loans at favourable interest 
rates, especially as part of the government funding for 
efficient buildings (BEG) and specific programmes at the 
Federal State and municipal levels.

BETTER QNG AND DGNB RATINGS
In addition to the direct financial support, the use and decla-
ration of building products with recycled components lead to 
better ratings in terms of sustainability certification, especially: 

	· Seal of quality for sustainable building (QNG) 
	· German Sustainable Building Council (DGNB)

The use of building products with recycled raw materials not 
only contributes to environmental protection, but is also rewar-
ded with financial incentives and better sustainability ratings.

ENVIRONMENTAL PROTECTION 
BY BUILDING PRODUCTS
MADE FROM 100 % RECYCLED MATERIALS
Building products made from 100 % recycled materials reduce 
the consumption of natural raw materials and thus lessen the 
strain on the environment and ecosystems. Their manufacturing 
creates much lower CO2 emissions than conventional pro-
ducts. The recycling avoids waste and strengthens the circular 
economy.

These products encourage sustainable building and improve 
DGNB and QNG certification ratings, for example. They meet 
high ecological standards and help to achieve climate objec-
tives. They also ensure eligibility for funding and attractive 
subsidies in renovation and new build projects. Recycled 
products are an active contribution to sustainable change in 
the construction industry. To summarise, they are environmen-
tally-friendly, cost-effective and eligible for public funding.

ISO-Chemie GmbH \ Röntgenstraße 12 \ 73431 Aalen \ Germany \ Tel.: +49 (0)7361 94 90-0 \ Fax: +49 (0)7361 94 90 90 
info@iso-chemie.com \ www.iso-chemie.com



Technical data Standard Classification 

Material description THERMAPOR-R (100 % EPS-R recyclate)

Colour light blue

Building material class DIN 4102-1 B2 (normal flammability)

Fire behaviour DIN EN 13501-1 E

Airtightness PAW 141 no measurable air penetration

Impermeability to driving rain DIN EN 1027     ≥ 1,200 Pa

Bulk density 150 kg / m³ ± 10 %

Flame retardant HBCD-free flame retardant

UV light stability 6 months direct weathering during the construction phase

Compatibility with adjacent building materials internal requirements fulfilled

Compatibility with salt water resistant

Compatibility with hydrochloric acid (10 %) resistant

Compatibility with caustic soda (10 %) resistant

Air permeability coefficient DIN EN 12114 a = 0.00 m3 / [h · m · (daPa)n]

Thermal conductivity DIN EN 12667 λ = 0.040 W / (m · K)

Sound insulation / evaluated joint sound 
reduction index 

EN ISO 10140-1 
/ -2

RS,w (C; Ctr) = 46 (0; -1) dB

Form stability under thermal load - 40 °C to + 85 °C*

Temperature resistance ISO 75-1 long-term +85 °C*

Ageing resistance resistant to decay, non-rotting

Compressive strength at 2 %  
Compressive strength at 10 %  

DIN EN 826 1.06 N / mm2 

2.02 N / mm2

Water absorption (28 days storage) DIN 12087 ≤ 1.5 Vol. %

Water vapour diffusion resistance μ DIN EN ISO 12572 approx. 500

Load transfer 200 kg / m depending on wall substrate and projection

Dimension tolerance DIN 7715 T5 P3 requirements fulfilled

Shelf life 24 months

*	� High temperatures and sudden temperature stresses as well as heat build-up above +85°C must be avoided in order to ensure the dimensional stability of 
the components.

System components Length Width Height Execution

ISO-TOP WINFRAMER SYSTEM PROFILE BLUE LINE 
80 / 80

1200 mm 80 mm 80 mm with dovetail and with 
console slots

ISO-TOP WINFRAMER ALUMINIUM CONSOLES for inserting into the console slots of the „TYPE 3“
ISO-TOP FLEX-ADHESIVE WF for fixing on the wall and sealing the system joints

ISO-TOP WF FIXINGS for mechanical mounting to the wall

ISO-TOP ETB FIXINGS fixing system with building authority approval for elements with fall  
protection properties for fixing up to 150 mm in front of the wall

ISO-TOP WINFRAMER „TYPE 3“ 

The details and information given in this literature are based on best current knowledge. They are intended to serve as general information only and it is advised that the user conducts their 
own tests for their specific set of conditions to determine the suitability of the product for its proposed use. No warranty or liability is given or implied regarding any part of these instructions 
or details, or the completeness of the information. We reserve the right to modify, or change, the specifications and information without advance notification. All goods are supplied subject 
to our standard conditions of sales, copies of which are available upon request.
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